KLJ GROUP

Corporate Office
KLJ House, 63 Rama Marg, Najafgarh Road, New Delhi - 110 015, India.

Tel: +91 11 25459706 - 08 | Fax: +91 11 25459709 | benz@kljindia.com

Branch Offices

Mumbai: +91-22-61830000 | mumbai@Kkljindia.com
Chennai: +91-44-42383622 | chennai@kljindia.com
Kolkata : +91-33-22823851 | kolkata@kljindia.com
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KANABENZ PLANT

World class plant
strategically located in
India with installed capacity of
over 15,000 tpa & expanding

RANGE OF BENZ PRODUCTS

Benzyl Alcohol
Benzaldehyde
Benzyl Chloride
Di-Benzyl Ether

*UPCOMING PRODUCTS

Benzyl Acetate*
Cinnamic Aldehyde*
Sodium Benzoate*
Benzyl Benzoate*
Trust Built on Performance

KANABENZ - BCL [BENZYL CHLORIDE]
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KANABENZ - BOH [BENZYL ALCOHOL]

SPECIFICATION SPECIFICATION
Characteristics Unit Test Method BOH [TECH]  BOH [FR] Characteristics Unit Test Method BCL
Appearance - Visual Clear Liquid Clear Liquid EPOXY HARDENER Appearance - Visual Colorless Clear Liquid DYES PHARMACEUTICALS
Color APHA Tintometre 10 (max) 10 (max) g Color i Lz 20 (max) BENZYL COMPOUNDS PENICILLIN PRECURSORS
Odor Smell Faint Floral Odor Smell Sharp Pungent
Assay (GLO) % by area KLJTM 99.60% (min) |  99.60% (min) SOOI B B Purty (GLC) % by area KLITM 99,50 % (i) e
Specific Gravity (25°C) ASTMD-104586 | 1.042-1.046 | 1.042-1.046 PERFUMERY AND FLAVORING Low Boling Imp. (GLC) % by area KLITM 0.20% (max) SYNTHETIC TANNINS GASOLINE GUM
Refractive Index (20°C) ASTM-D-1045-86 1538 - 1.541 1538 - 1,541 COSMETICS High Boiling Imp.(GLC) % by area KLJTM 0.30% (max) PERFUMERY INHIBITORS
Benzaldehyde Content % KLJTM 0.10% (max) 0.10% (max) Specific Gravity (27°C) ASTM-D-1045-86 1.094 - 1,095 QUATERNARY AMMONIUM COMPOUNDS

PHARMACEUTICALS

Di-Benzyl Ether Content % KLJTM 0.10% (max) 0.10% (max)
Water Content % Karl Fischer 0.10% (max) 0.10% (max) INKS
Acid Value mgKOH/gm | ASTM-D-1045-86 0.10 (max) 0.10 (max) PRESERVATIVES

REACHh registered

An ISO 9001 : 2008,
ISO 14001 : 2004 &
BS OHSAS 18001 : 2007
certified company

Clear focus on R&D keeps
the group ahead of the
competition and provide
customized solutions to
their customers

Product Quality, Service
& Relationship to create | ——
value for Customer is
our passion.
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KANABENZ - BCHO [BENZALDEHYDE]

SPECIFICATION
Characteristics Test Method BCHO BCHO [TECH] BCHO [PURE] APPLICATIONS
Appearance e Visual Clear Liquid Clear Liquid Clear Liquid META PHENOXY BENZALDEHYDE
Color APHA Tintometer 50 (max) 30 (max) 30 (max) CINNAMALDEHYDE
Odor C Smell Bitter Aimond Bitter Aimond Bitter Aimond CINNAMIC ALCOHOL
Purity (GLC) % by area KLJTM 99.50 % (min) 99.50% (min) 99.50% (min) TR AT T T . . . .
Low Boiling Imp. (GLC) % by area KLITM 0.10% (max) 0.10% (max) 0.10% (max) High capacity platnts; to 1 S.tla.ltt;-of-tll:r-art Rt&Db | Wliie n;a:jke:mﬁ] net_work
) " , , . , ROSE CRYSTALS —_— ensure consisten - acllity enables us to be | ocatea at all major —
High Boiling Imp. (GLC) % by area KLJTM 0.40% (max) 0.40% (max) 0.40% (max) ——— quality & timely supply | in forefront of the latest |- strategic locations —
Specific Gravity (25°C) ASTM-D-1045-86 |  1.040 - 1.045 1.040 - 1.045 1.040 - 1.045 MALACHITE GREEN developments across the globe
Acidity (as Benzoic Acid) % e 0.50% (max) 0.50% (max) 0.50% (max) CONGO RED
Chloride Content (FFC Grade) ppm KLJTM 50 (max) CONGO SCARLET

REACh registered




