PHOSPHATE ESTERS

TEST METHOD KANATOL KANATOL KANATOL KANATOL
FLAMEGUARD C 100 FLAMEGUARD C 70 FLAMEGUARD C 40 FLAMEGUARD P 100

TRI CRESYL TRI CRESYL TRI CRESYL TRI PHENYL

PROPERTIES PHOSPHATE PHOSPHATE-70 PHOSPHATE-40 PHOSPHATE
Appearance Visual Clear Liquid Wh“ngky:;a”i"e
(c,jl"a‘;”)’ Hazen | ASTM-D-1045-86 150 150 150 25
Specific Gravity N/A ASTM-D-1045 | 1.7 £0.001 | 1.19+0.001 | 121 0.001 (a: 'szg‘?c)
:f;?fgve It N/A ASTM-1807 | 1.558 % 0.008 | 1.558 + 0.008 | 1.558 + 0.008 -
?’,'V?;t;"e Content % By Weight| , Karl Fischer 0.10 0.10 0.10 0.10
a;'i‘)y &8 il % By Weight| ASTM-D-1613 0.01 0.01 0.01 0.01
(Fp&eaiﬁmho‘ % By Area | KLJ/QCDIWIN/46 0.05 0.05 0.05 0.05
(Eh:i‘:_r)“"‘e"‘ % By Weight| (0S50 e 99.00 99.00 99.00 99.00
Gy« e Coment % ByAea | jaGhiwmso | 9900 70.00 40.00 -
?M':f_;”e’ it %ByArea | SEE oo 0.50 0.50 0.50 =
Viscosity ops  [Progfield viscometer] g5 7¢ 50 - 60 40-55 (ot 40o0)
Melting Point °c IS-5762 : 1970 = = = 475-495
maa‘:f)SU'“b'e Impurities PPM | BS-1998 : 1970 10 10 10 10
Phosphorous Content % KLJQCD/WIN/49 | 8.40-8.50 | 870-8580 | 890-9.0 | 9.40-9.50

RoHS : All above products are complying to RoHS requirements.

APPLICATONS : Flame Retardant plasticizers for PVC | Synthetic Rubber | Cellulose Polymers | Photographic Film | Anti-foaming Agent for Paper
Coating Compounds | Water Based Adhesives Inks and Detergents | Stabilizing Agent for Urethane Foam | Anti Wear Agent in Lubricating Oil |
Additives for improving Binding Properties | Corrosion Resistant in Paints | Gasoline Additive as Lead Scavenger | Hydraulic Fluid - improves Heat
Stability | Extraction Aid for Heavy Metals | Stabilizer for Aromatic Polyester | Solvent for Paints | Low Temperature Plasticizer, etc..



